0,#

software for PC

Software PLC for Windows NT/2000/XP/Vista

The software is programmed in visual studio.NET and using modbus protocol.

Online connections with PLC rtime systems around the world can be implemented with TCP/IP.
Changes to prograntw data are supported, which can also operate over a network.

RemoteControlsolar systems angrovides all the informationabout the system.

File Energy Setting

SUNCARRY

T1=273C

T6=275C 5
T5=269C 5
Temp diff T6-T5=06°C

Operating time (P1): 0 hour 22 minutes

Emergency cooling tank : 1 hour 19 minutes

PLC

. Connected IP:  192.168.0.10 Port: 502 Read PLC




Communication vialCRH IP
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File Energy Setting

Change start and stopp
for circulation pump (P1)

SUNCARRY
e IP Address  LEZALENRTY Startwhen T1+ 6 °C>T2
’ Stoppwhen T1+ 3 °C>T2
Port 502
Property name Change PLC ] l Close ]
Testobject
Identity number E stop the
200 collector reaches the high
temperature
s
Start again 110 | °C
Emergency cooling tank
(solenoid valve)
Open at 95 °C
T6=275C —
Close at 91 °c
T5=26.9C
Change PLC ] [ Close ]

Temp diff T6-T5=0.6"C

Operating time (P1): 0 hour 22 minutes

Emergency cooling tank : 1 hour 19 minutes

PLC

Il connected IP: 192.168.0.10  Port: 502 Read PLC

Energystatistics 2years ago

File Report

Effect today Total effect since start
41,1 55 006,1 kwh

I This year
[0 Last year

Total Total

Reportsendingvia email, Exceldocuments Word documents, PDBEocuments or print.



